Contract NO. 91
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GUTTER FLOWLINE
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TO 0" IN 6' MIN.

PLAN

VARIES 6"

10 2'-6"

SLOPE TO DRAIN
/ 1/2"FT. MAX

EDGE OF PAVEMENT

P.C. CONCRETE
SIDEWALK, 5"

COMB. CONCRETE CURB
AND GUTTER, TY. B-6.24

3/4" EXPANSION JOINT

3' TRANSITION OF

SIDEWALK THICKNESS

SECTION B-B

B-6.24 W/ |

BRICK OR CONCRETE PAVERS
WITH ADA APPROVED DOMES
AND COLOR CONTRAST

TRANSITION 6" CURB

DEPRESSED
CURB AT
RAMP

EDGE OF PAVEMENT

FINE GRAIN SILICA SAND (TYP.)
" TO 4 WIDE JOINT

3/4" EXPANSION JOINT
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SAND LEVELING BED

TO 0" IN 6' MIN.
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3" TRANSITION OF
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SECTION C~C

SIDEWALK RAMP DETAILS
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P.C. CONCRETE
SIDEWALK, 5"

TRENCH WIDTH
IN° ACCORDANCE
WITH SEC. 550 OF
STANDARD SPEC'S.

SUBGRADE ‘-\

TRENCH BACKFILL
(SPECIAL), COARSE ™
AGGREGATE

AT LOCATIONS
SHOWN ON PLANS

PIPE INVERT

SAND BEDDING

NOTES:

- PAYMENT DEPTH

SEE PLAN AND PROFILE
SHEETS FOR DEPTHS
AND SIZES OF

STORM SEWERS

‘I. THE TRENCH BACKILL (SPECIAL) SHALL BE PLACED IN LIFTS AND COMPACTED AS

DESCRIBED IN THE SPECIAL PROVISIONS.
2.

THE APPLICABLE ARTICLES OF SECTION 550 OF THE STANDARD SPECIFICATIONS
SHALL APPLY FOR EXCAVATION, BEDDING AND INSTALLATION OF STORM SEWERS.

|THE SAND BEDDING SHALL BE CONSIDERED AS INCIDENTAL AND WILL NOT BE ]

MEASURED FOR PAYMENT. |

TRENCH BACKFILL (SPECIAL) DETAIL
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CITY OF URBANA
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CHECKED BY:
GLJ
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DRAWN BY:
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DESIGNED BY:

DATED:

SIDEWALK GENERAL NOTES

THE COST OF CONSTRUCTING THE DEPRESSED CURB AS SHOWN SHALL BE CONSIDERED INCLUDED
IN THE COST OF CONSTRUCTING COMBINATION CONCRETE CURB AND GUTTER TYPE B-6.24 AND
NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

THE COST OF FURNISHING AND INSTALLING THE 3/4" EXPANSION JOINTS

AND THE COST OF CONSTRUCTING THE P.C.C. SIDEWALK THICKNESS TRANSITION, INCLUDING THE
ADJACENT CURBING AS SHOWN, SHALL BE INCLUDED IN THE COST OF CONSTRUCTING P.C. CONCRETE
SIDEWALK 5" AND NO ADDITIONAL COMPENSATION WiLL BE ALLOWED.

THE DETECTABLE WARNINGS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE DETAIL SHOWN AND THE

SPECIAL PROVISIONS. [THE DETECTABLE WARNINGS WILL BE PAID FOR AT THE CONTRACT UNIT PRICE

PER SQUARE FOOT FOR DETECTABLE WARNINGS.
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